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Abstract. To simulate ballast behaviour in railway track using Discrete Element Models
(DEM), it is reasonable to take into account the crushing and the abrasion of grains.
Nowadays, two approaches have been used in discrete modelling. The first approach
represents each grain as an assembly of smaller particles with cohesive contacts between
them. The crushing is represented by rupturing of contacts between particles. Such
approach is universal, but demands very high computational resources. Therefore, the
second approach is utilized here. At the beginning every ballast grain is modelled as
one rigid body and may be replaced by several smaller particles later. Both crushing and
abrasion is considered. Crushing is studied on model of oedometric test of railway ballast.
1 INTRODUCTION
Both crushing and abrasion can affect behaviour of the railway track. Therefore it
is reasonable to include them in the discrete model. The grains can be crushed during
the tamping of the ballast or during the cyclic loading. The Discrete Element Method
(DEM) [5] has been recognized as an effective tool for studying the micromechanical
behaviour of granular materials. Recently, DEM has been used to model particle fracture
and crushable materials. At first the 2D models, that study the fragmentation process
under compression were developed [1, 13] and compared with experiments. Nowadays,
two approaches have been used in 3D discrete modelling. The first approach represents
each grain as an assembly of smaller units with cohesive contacts between them [3, 7, 14].
The crushing proceeds by rupturing contacts between the particles. This approach is
universal, but it demands extreme computational resources from the beginning of the
simulation, because the time step is dictated by the minimum grain size. Therefore it
could be better to use another approach [4, 6, 10], which is subject of our study. At the
beginning every ballast grain is modelled as one rigid body, due to crushing, it might be
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replaced by smaller units. In work [11] it was found that the surface fracture (abrasion)
rather than bulk fracture (crushing) may dominate, therefore it is desirable to consider
the abrasion too. Therefore, both crushing and abrasion models are considered. Only
spherical body shapes are consider to keep the model computationally efficient.
2 BULK CRUSHING
The condition that indicate crushing is based on some equivalent stress, σe, in the grain,
which is compared to the size depending material strength, ft. The crushing occurs when
the equivalent stress exceeds material strength.
σe > ft (1)
The equivalent stress is computed as von Mises stress (2)
σe =
√
(σI − σII)2 + (σII − σIII)2 + (σI − σIII)2
2
(2)
where σI , σII , σIII are the principal stresses, which are calculated from fabric stress tensor











where V is the volume of the particle, the vector l
(c)
i connects the centroid of the grains
with the c-th contact point and F
(c)
j is the vector of contact forces. The material strength





where ft0 is the reference material strength and req is the radius of a spherical particle. If
the condition (1) is satisfied, then the grain is replaced by several smaller bodies, pieces.
These pieces must have the spherical shape as the original grain, therefore their assembly
cannot form the exact shape as the original grain. Also no overlapping of them and no
protrusion from the original grain shape is allowed. Therefore, there is significant loss of
volume. Three variants of the replacement are implemented and studied (Fig. 1). These
three variants seem to be sufficient for our purpose. Considering even finer debris would
lead to undesirable slowdown of the simulation due to decrease of the critical time step
∆tcr (5).
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Figure 1: Three variants of replacement of the original spherical particle; the first option is replacement
by four identical spheres (about 70 % of the volume is lost), the second option by six identical spheres
(about 57 % of the volume is lost), the third option by fourteen spheres (more than 28 % of the volume
is lost).
3 SURFACE CRUSHING
The surface crushing (abrasion) is another possibility of the railway ballast degrada-
tion. The abrasion in the model occurs when the surface pressure, p0, here presented by
maximum Hertzian pressure [8], exceeds the material strength ft0.
p0 > ft0 (6)





where FN is normal force, a = (RuN)
1
2 , with R being effective radius of spheres in the
contact and uN is penetration depth of spheres. For two spheres the effective radius is
R = R1·R2
R1+R2
, where R1, R2 are the radii of spheres. The abraded grain has to be spherical
too, because the model is limited to spherical shape only. The abrasion is represented by
reduction of grain radius, see Fig. 2, rnew = γ · rold, where parameter γ is the reduction
factor. For convenience, only sufficiently large grains are subjected to bulk and surface
Figure 2: The surface crushing (abrasion) is managed by the reduction of radius of the spherical particle.
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4 SIMULATION OF OEDOMETRIC TEST
The procedures of grain degradation described above were tested on the oedometric
test which was made at the University of Nottingham by Lim [9].
The dimension of the oedometric test are 300 mm in diameter and the 150 mm in
height. The boundary condition are denoted in the Fig. 3 (markers ⊥,
⊙
or dots in floor
projection).
Figure 3: Scheme of the oedometric test; The diameter is 300 mm and height is 150 mm. The mean
diameter of spherical grains is 32.5 mm, the standard deviation is 7 mm.
The simulation proceeds as follows. The oedometer is filled by grains, which diameter is
randomly sampled from uniform distribution between 20.5 and 44.5 mm. Than the sample
is vibrated by horizontal acceleration to provide sufficient number of contact between
grains. The subsequent compressive cycle loaded the sample by force up to 1500 kN and













where f is loading frequency and t is the loading time. The material properties were
set according to the literature. The oedometer material was made from steel, its density
was set to 7850 kg/m3, the Poisson number to 0.25 and the friction angle to 0.0 rad [12].
The Young’s modulus of the steel was considered 10 times than the Young’s modulus of
ballast. The ballast density was 2600 kg/m3, the Poisson number 0.3 and the friction
angle 0.8 rad [10]. The Young’s modulus of ballast is set to 3 · 1011 Pa based on our
previous research and according to Lim [9].
5 RESULTS OF THE SIMUALTION
The results are presented using loading force F and movement of the loading plate
δ. The effect of several input parameters were investigated for both modes of grain
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degradation. Namely type of the replacement of the origin sphere, the minimal radius
rmin, reference value of material strength ft0 and the reduction factor γ in surface crushing
(abrasion). All these investigated parameters have the expected influence on the F - δ
diagram. The most significant influence had the volume loss (type of replacement).
Two studies are selected and presented here in detail. The first parameter is the load-
ing frequency f . Six different values of loading frequency are used 0.25, 0.5, 1.0, 2.0, 4.0
and 8.0 Hz. The results are presented in Fig. 4. Five realizations of oedometric test for
Figure 4: The Load - Displacement diagram of oedometric test simulation; Six values of loading fre-
quency are investigated, for each frequency five realizations are computed.
each loading frequency are calculated. These realization differ in initial configuration of
spheres inside the oedometer. Particle crushing is in the graph represented by horizontal
jumps. The majority of simulations has the maximum displacement about 60 mm and
similar shape of the loading curve. There are however also curves which have substan-
tially smaller displacements (dashed black and solid red), where it almost does not occur
particle crushing due better force redistribution. From the study we conclude that loading
frequency (in range 0.25 - 8.0 Hz) has almost no effect on results.
The other investigated parameter is so-called crushing period, Tc. The crushing period
represents a time period, after which the crushing condition is checked. The purpose of
crushing period is to save a computational time comparing to simulation when crushing
condition is checked every time step. Sixty realization of oedometric test were computed
for different crushing periods. The displacements at the peak force are shown in Fig. 5.
In the most left part of Fig. 5 are results, when the control of crushing is checked in every
time step. In the right part of the graph the crushing condition is checked every 0.04 s.
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Figure 5: The dependence of displacement at peak load, δ, on crushing period, Tc ; Sixty realization for
each crushing period are shown by solid grey lines; Errorbars show mean value and standard deviation.
We expect that there would exist a certain crushing period, from which the mean values
of displacement (blue points in Fig. 5) will be constant. The first five largest crushing
periods have an expected trend and by increasing crushing period the number of crushed
particles grows and the displacement grows. As well in range Tc = 2.5·10−3 to 3.12·10−4 s
the mean displacement is almost constant. This was expected to remain for even smaller
crushing periods. However, in range for smaller crushing periods decrease of mean value
of displacement occurs. This decreasing is undesirable and the reason of this behaviour
is the object of future research.
6 CONCLUSIONS
The developed algorithm of particle crushing suffers by large volume loss. Therefore
its application is more convenient for problems where the crushing has local character.
In studied range of loading frequencies, the crushing model is independent on the loading
frequency. The observed dependence on crushing period will be subject of further research.
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